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Starter Plank 1:2

NuLine™ Plus Profile
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Fastener Detail Timber Framing 1:2
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Fastener Detail Steel Framing 1:2
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Half Height Timber Frame 1:2
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Concealed Fixing 1:2
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Window and Door Openings 1:2

NuLine™ Plus Profile
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Boundary Wall System 1:2

NuLine™ Plus

BGC Interior Liningboard

BGC Nuline™ Plus

Timber Frame

Vapour Permeable Sarking

Starter plank (Typical 100mm wide)
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Damp Course

60 x 2.8mm Galvanised Flat Head Nail

Fasten through top weatherboard only.

overlap = 5mm from plank edge.

Vapour Permeable Sarking

Timber frame

BGC Interior Liningboard

BGC Nuline™ Plus

50mm x No8 Self Embedding Head Screw.

Fasten through top weatherboard only

overlap = 5mm from plank edge.

Vapour Permeable Sarking

Steel frame

BGC Interior Liningboard

BGC Nuline™ Plus

Selected Timber/Steel frame

BGC Interior Liningboard

BGC Nuline™ Plus

Vapour Permeable Sarking

Starter strip

Daddo moulding (supplied by

other)

Brickwork

Vapour Permeable Sarking

Selected Timber Frame

BGC Interior Liningboard

BGC Nuline™ Plus
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Leave 5mm nominal clearance. Caulk and

Flash as appropriate for frame.

Moulding/ Architrave (supplied by others)

Window
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10mm GTEK™ Wall

Timber Frame

Vapour Permeable Sarking

16mm BGC Wet Area Fireboard

(1 or 2 layers)

35 x 70mm Pine Batten

(wide side down)

BGC Nuline™ Plus
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Slab Edge Detail-1 1:2

Duracom™ Profile
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Slab Edge Detail-2 1:2

Duracom™ Profile
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Soffit Detail 1:2

Duracom™ Profile
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Facade Deflection Head Detail 1:2
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Window Head Detail 1:2

Duracom™ Profile
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Window Sill Detail 1:2
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Horizontal Construction Control Joint 1:2
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Boundary Exterior Walls - Timber Frame 1:2
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Boundary Exterior Walls - Steel Frame 1:2
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Ground Clearance and Foundation 1:2
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Batten Joining 1:2
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Typical Sealant Application 1:2

Duragrid™ Profile
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Soffit Detail 1:2

Duragrid™ Profile

Detail

Date Nov 2015

Scale

WALL & CEILING_11_CEILINGSHEETRECOMMENDED

Foundation Detail 1:2
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Enclosed Ballustrade/Parapet Wall 1:2
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Window Head 1:2
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Window Sill 1:2

Duragrid™ Profile
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Boundary Wall System 1:2

Duragrid™ Profile
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Installation of Angle Bracket - 

Screw fixed to Stud

1:2

Stonesheet™ Profile
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Horizontal Relief Joint 1:2

Stonesheet™ Profile
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Ground Clearance 1:2

Stonesheet™ Profile
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Slab Edge/Eave Junction 1:2

Duragroove™ Profile
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Window Head 1:2

Duragroove™ Profile
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Window Sill 1:2

Duragroove™ Profile
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Lower Floor Junction 1:2
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Upper Floor Junction 1:2
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Upper Floor Junction-

Option 2

1:2

Duragroove™ Profile
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Horizontal Junction-1 1:2
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Horizontal Junction-2 1:2

Duragroove™ Profile
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Boundary Wall System 1:2

Duragroove™ Profile
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Floor Waste 1:2

Durafloor™ Profile

Detail

Date Nov 2015

Scale

WALL & CEILING_11_CEILINGSHEETRECOMMENDED

Slab Detail-Statum/Stratum Duo 1:2

Stratum™ Profile
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Slab Detail-Statum Contour 1:2
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Face Fixing 1:2
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Concealed Fixing 1:2
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Brad Fixing to Timber 1:2
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Window Head 1:2
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Window Sill 1:2
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Preformed Shower Base 1:2
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Using Waterproof Membrane 1:2
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Butt Joins 1:2
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Wet Area Butt Joins 1:2
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Controlled Joint Tiled - 

Non Wet Areas

1:2
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Tiling - Non Wet Areas 1:2
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Butt Control Joints 1:2
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Control Joints with Tiles 1:2
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External Deck 

Waterproof without Mortar Bed

1:2

Durafloor™ Profile
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External Deck - Water Resistant 1:2

Durafloor™ Profile
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External Deck

Waterproof with Mortar Bed

1:2

Durafloor™ 

Vapour Permeable Sarking

Flashing

Top Hat

Duracom™ Panel

Purlin / Girt
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Vapour Permeable Sarking

Flashing

Top Hat

Duracom™ Panel

Purlin / Girt
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Vapour Permeable Sarking

Top Hat

Duracom™ Panel

Purlin / Girt

Flashing

Purlin

Vapour Permeable Sarking

Top Hat

Duracom™ Panel

Purlin / Girt

Concrete Panel

Vapour Permeable Sarking

Flashing

Top Hat

Duracom™ Panel

Purlin / Girt

Vapour Permeable Sarking

Top Hat

50 x 35mm Intermediate Top Hat

Duracom™ Panels

75 x 35mm Primary Top Hat

Sealant

Polyurethene Sealant

Insulation as Required

Vapour Permeable Sarking

16mm BGC Wet Area Fireboard

Timber Frame

Duracom™ Panel

10mm GTEK™ Wall

Duracom™ Top Hat

Insulation as Required

Vapour Permeable Sarking

16mm BGC Wet Area Fireboard

Steel Frame

Duracom™ Panel

16mm BGC Fireboard

Duracom™ Top Hat

BGC Interior Liningboard

BGC Duragrid™

Timber Frame

Vapour Permeable Sarking
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Timber Durabatten

Damp Course

uPVC Cavity Closer

Concrete Slab

Ground

Ground

Concrete Slab

Ground

Concrete Slab
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Sealant

Vapour Permeable Sarking

45° Weather cut sloping down &

away from Vapour Permiable

Sarking.

Durabatten Timber

BGC Interior Liningboard

BGC Duragrid™

Timber Durabatten

Damp Course

uPVC Cavity Closer

Ensure Durabatten does not sit

inside the cavity closer

BGC Interior Liningboard
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Metal Flashing with 5° slope

Vapour Permeable Sarking

Durabatten Timber

Timber Framing

BGC Duragrid™

BGC Duragrid™

SIKA IIFC or similar

Timber Durabatten

Vapour Permeable Sarking

Timber Frame

BGC Durasheet
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Timber Frame

Vapour Permeable Sarking

Timber Durabatten

Backing Strip

BGC Duragrid™

SIKA IIFC or similar

10mm GTEK™ Wall

Timber Frame

Vapour Permeable Sarking

16mm BGC Wet Area Fireboard

(1 or 2 layers)

Air Seal

Sealant

Window Head

Glass Window

Duracom™ Panel

Purlin / Girt

Air Seal

Sealant

Window Head

Glass Window

Vapour Permeable Sarking

Sealant

Vapour Permeable Sarking

Durabatten Timber

Timber Framing

BGC Duragrid™

Flashing

Aluminium window joinery

BGC Duragrid™

Packer (as required)

Vapour Permeable Sarking

Durabatten Timber

Timber Framing

Sill tray 5° min slope

Aluminium window joinery

Packer (as required)

BGC Interior Liningboard

Durabatten Timber

BGC Duragrid™

Cut stone with masonry blade to fit

around bracket.

To be sealed with Neutral Cure Sealant.

BGC Stonesheet™
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20mm

30mm

1.2mm thick Class 3 Stainless Steel angle

Primer

BGC Stonesheet™

1.2mm thick Class 3 stainless steel angle

Top plate (lower floor)

Floor joist

Flooring

Vapour Permeable Sarking

Screw in centre of floor joist

6-8mm gap filled with Neutral Cure Sealant

BGC Interior Liningboard

Cut Stone Tile

Waterproof membrane

Primer
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Damp Course

BGC Interior Liningboard

Timber Frame

Vapour Permeable Sarking

Damp Course

Duragroove™

Vapour Permeable Sarking

Timber Framing

BGC Duragroove™

Flashing

Aluminium window joinery

Packer (as required)

Optional trim (supplied by others)

Continuous bead of sealant

Vapour Permeable Sarking

Timber Framing

BGC Duragroove™

Aluminium window joinery

Packer (as required)

Optional trim (supplied by others)

Continuous bead of sealant

Flashing

Duragroove™

Floor joist

Flooring

Vapour Permeable Sarking
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Damp Course

Duragroove™

Floor joist

BGC Horizontal Flashing

Vapour Permeable Sarking

Flooring

Duragroove™

Floor joist

BGC Horizontal Flashing

Vapour Permeable Sarking
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Flooring

Architectural profile or similar

Continuous bead of sealant
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m 10mm GTEK™ Wall

Timber Frame

Vapour Permeable Sarking

& EPDM Foam Gasket

16mm BGC Wet Area Fireboard

(1 or 2 layers)

BGC Duragroove™

BGC Interior Liningboard

Stratum™

Timber Frame

Vapour Permeable Sarking
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Damp Course

50mm min to finish paving.

Must comply with local council

regulations and BCA.

BGC Interior Liningboard

Stratum™

Timber Frame

Vapour Permeable Sarking

Damp Course

Starter Strip

Ground Line Ground Line
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Vapour Permeable Sarking

Stratum™

Vapour Permeable Sarking

Timber Stud

Fastener

Stratum™

Vapour Permeable Sarking

Timber Stud

Fastener

Stratum™

Vapour Permeable Sarking

Timber Stud

Fastener
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Stratum™

Timber Framing

Fastener

Corrosion Resistant Flashing

Aluminium window joinery

Packer (as required)

Vapour Permeable Sarking

Stratum™

Timber Framing

Flexible sub-sill flashing

Aluminium window joinery

Packer (as required)

Window Flashing

Continuous bead of sealant
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Stratum™ Contour Concealed Fixing 1:2

Stratum™ 

Stratum™ Contour

Vapour Permeable Sarking

Timber Stud

Fastener
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Suitable flashing (supplied by others)

2
0
m

m

Duragroove™

Timber Stud

Vapour Permeable Sarking

Masonry Wall

Damp Course

Duragroove™

Timber Stud

Vapour Permeable Sarking

Suitable flashing (supplied by others)

Masonry Wall

BGC Stonesheet™
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Wet Area 1:2

Durafloor™ 
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Shower Recess 1:2

Durafloor™ 
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Staggered Sheet Layout - Interior 1:2

Durafloor™ 
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Squared Sheet Layout - Interior 1:2

Durafloor™ 
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Joist Spacing - Interior 1:2

Durafloor™ 
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Staggered Sheet Layout - Exterior Deck 1:2

Durafloor™ 

Profile

Detail

Date Nov 2015

Scale

WALL & CEILING_11_CEILINGSHEETRECOMMENDED

Squared Sheet Layout - Exterior Deck 1:2

Durafloor™ 
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Joist Spacing - Exterior Deck 1:2
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Deck Finishing with Tile face 1:2

Durafloor™ 
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Deck Finishing 1:2

Durafloor™ 

Timber Framing

Duraliner™

Ceramic Wall Tiles

Leave 6mm clearance to the rim of the shower

base. Fill the gap with Silicone Sealant

Continue perimeter flashing or waterproof

membrane under the shower base

Preformed Shower Base

Durafloor™

Floor Joist

Nogging set 25mm above shower base for fixing

lower edge of Duraliner™

Notch framing (max 20mm) to accommodate

shower base. Alternatively use battens to set

sheets clear or framing
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Timber Framing

Duraliner™ Plus

Tiles

Flashing

Foam plastic rod or flexible sealant used as

essential bond breaker. Use tape to hold rod

in place.

Tile

Durafloor™

Mortar Bed

50mm min

from edge

18mm from sheet end

Floor waste grill

Tiles

Durafloor™

Mortar bed slope to floor drain

Insitu shower tray or membrane

dressed into waste pipe

Waste pipe flange sealed to floor

Slots to allow complete drainage

of mortar bed

Durafloor™

Joist

18mm min.

Durafloor™

Joist

2mm

Polyurethane Sealant

Backing Rod

Fasteners

Fasteners

Durafloor™

Joist

Acectic based Sealant

Primer

Fasteners

Tile Adhesive

Primer

Joist

Tile Joint filled with flexible sealant and

in line with sheet tongue and groove

Tiles

Fasteners

Tile Adhesive

Tiles

Durafloor™

Joist

6-10mm

Polyurethane Sealant

Backing Rod

Fasteners

Durafloor™

Joist

Acectic based Sealant

Backing RodMembrane

Tile Adhesive

Tiles

Bond Breaker Tape

Durafloor™

Exterior Tiles

Drip Angle

Overhang 50mm max.

Tile Adhesive

Membrane

Durafloor™

Drip Angle

Overhang 50mm max.

Mortar Bed

Durafloor™

Control Joint

Tiles

Primer

Tile Adhesive

Durafloor™

Tiles

Waterproof Membrane

Polyurethane - Tile control joint over

tongue and groove sheet joint

Bond Breaker Tape

Tile Adhesive

Durafloor™

Tiles

Acectic based Sealant

Tile Jolint in line with sheet tongue

and groove

1

5

450mm

Note:

Floor joists must be a minimum of 45mm wide for correct

jointing.

A bead of construction adhesive on the contact face of each

joist will assit fixing and layout of sheets.

200mm

max

50mm min

from edge

18mm from sheet end

1

5

3
0

450mm

Note:

Floor joists must be a minimum of 45mm wide for correct

jointing.

A bead of construction adhesive on the contact face of each

joist will assit fixing and layout of sheets.

Sheet Control Joint

Do not bridge with tiles
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Control joints at 4.5m max in either direction

338mm

Sheet Control Joint

Tile joint to coincide with sheet control joint
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Control joints at 4.5m max along the length and 4.2m along the width

and where structural joints are positioned

169mm

338mm

Note:

Do not direct stick tiles to this layout

To be used with floating mortar bed only

Duraliner™ Plus

Perimeter flashing

Durafloor™

Mortar Bed

Mortar Bed

Preformed Shower Base

Waterproof Membrane

Durafloor™

Note:

Suitable for Wind Zones up to

N4/C2 on timber frame

N5/C3 on steel frame.

200mm

max

3
0

Note: Suitable for wet areas with waterproof membrane fitted

and tiled, and non wet areas fitted with vinyl or carpet.

Note: Suitable for non wet areas tiled (waterproof membrane must be applied)
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Tiling Non Membrane-

Non Wet

1:2

Durafloor™ 

Durafloor™

Joist

Tile Joint filled with flexible sealant and

in line with sheet tongue and groove

Fasteners

Tile Adhesive

Tiles
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Starter Plank 1:2

NuLine™ Plus

BGC Interior Liningboard

BGC Nuline™ Plus

Timber Frame

Vapour Permeable Sarking

Starter plank (Typical 100mm wide)

5
0
m

m
 
S

l
a
b

e
d
g
e
 
o
v
e
r
l
a
p

3
0
m

m
 
p
l
a
n
k

o
v
e
r
l
a
p

1
0
0
m

m
 
m

i
n
 
g
r
o
u
n
d

c
l
e
a
r
a
n
c
e

Flashing

Damp Course

Profile

Detail
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Half Height Timber Frame 1:2

NuLine™ Plus

Selected Timber/Steel frame

BGC Interior Liningboard

BGC Nuline™ Plus

Vapour Permeable Sarking

Starter strip

Dado moulding (supplied by

other)

Brickwork

Damp Course

Profile

Detail
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Concealed Fixing System Steel 1:2

NuLine™ Plus

Vapour Permeable Sarking

Selected Steel Frame

BGC Interior Liningboard

BGC Nuline™ Plus

S
c
r
e
w

 
F

i
x
e
d
 
2
5
m

m

 
f
r
o
m

 
t
o
p
 
o
f
 
p
l
a
n
k

Profile

Detail

Date Nov 2015

Scale

WALL & CEILING_11_CEILINGSHEETRECOMMENDED

Concealed Fixing in Bushfire &

Coastal Areas

1:20

NuLine™ Plus

600mm

MAX CTRS
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Vapour Permeable

Sarking

NuLine™ Plus

Timber Stud Framing

Profile

Detail
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External Corner Detail 1:2

NuLine™ Plus

BGC NuLine™ Plus

External Aluminium

Corner. Fix to Stud

Fasten 50-100mm

from plank end

Vapour Permeable Sarking

Flashing

Profile

Detail

Date Nov 2015
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Internal Corner Detail 1:2

NuLine™ Plus

BGC NuLine™ Plus

Vapour Permeable Sarking

Flashing

Internal Aluminium Corner

Fasten 50mm

from plank end

Profile

Detail

Date Nov 2015
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Window Trim Detail 1:2

NuLine™ Plus

Double Stud Timber Framing

BGC NuLine™ Plus

Vapour Permeable Sarking

Window Flashing

Aluminium Window Profile

J Mould

Profile

Detail

Date Nov 2015

Scale
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Thermal Breaks 1:20

NuLine™ Plus

Vapour Permeable

Sarking

NuLine™ Plus

Steel Framing

Insulation

60mm Bullet Head Nail

50mm x 2.8mm Galvanised Flat Head Nail

EDPM Foam Gasket

Profile

Detail
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Concealed Fixing in Bushfire &

Coastal Areas

1:2

NuLine™ Plus

Vapour Permeable Sarking

Timber Frame

BGC Interior Liningboard

BGC Nuline™ Plus

60mm Bullet Head Nail

@ every 3rd/4th Timber Stud

50mm x 2.8mm Galvanised Flat Head Nail

@ every Timber Stud

16 17

Profile

Detail

Date Nov 2015
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Thermal Breaks 1:20

Duragroove™ 

Vapour Permeable

Sarking

Durascape™

Steel Framing

EDPM Foam Gasket

25

NOT SURE WHICH IS 20 & 21

Waterproof Membrane

Primer

Tile Adhesive

Tiles

Duraliner™ Plus

Primer

Waterproof Membrane

Primer

Waterproof Membrane

Tile Adhesive

Durafloor™

Minimum

Fall

1:100

Minimum

Fall

1:100

6-10mm

6-10mm

Primer

Exterior Tiles

Tile Adhesive

Membrane

Primer

Flashing

Waterproof Membrane

Primer

Bond Breaker Tape

Flashing

Waterproof Membrane

Primer

Tile Adhesive

Waterproof Membrane

Timber Framing

Duraliner™ Plus

Tiles

Flashing

Foam plastic rod or flexible sealant used as

essential bond breaker. Use tape to hold rod

in place.

Durafloor™ Primer

Waterproof Membrane

Shower Base

178
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Detail
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Thermal Breaks 1:20

Stratum™ 

Vapour Permeable

Sarking

Stratum™

Steel Framing

EDPM Foam Gasket

STRATUM - 20

(21)

Profile

Detail

Date Jan

2014

Scale

Detail

No.
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Waterproof Membrane

Primer

Vapour Permeable

Sarking

Waterproof Membrane

Tile Adhesive

18mm

Profile

Detail
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Slab Detail 1:2

Stratum™ Era

BGC Interior Liningboard

Stratum™ Era

Timber Frame

Vapour Permeable Sarking

Damp Course

Ground Line

STRATUM ERA

Fastener

Profile

Detail

Date Nov 2015
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Nail Fixing - Timber Frame 1:2

Stratum™ Era

Stratum™ Era

Timber Frame

Vapour Permeable Sarking

Fastener
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Stratum™ Era

Timber Frame

Vapour Permeable Sarking

Fastener

Profile

Detail

Date Nov 2015
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Screw Fixing - Steel Frame 1:2

Stratum™ Era Profile

Detail

Date Nov 2015

Scale
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Off Stud Jointing 1:2

Stratum™ Era

Stratum™ Era Panels

Vapour Permeable Sarking

Apply a 6mm diameter bead of paintable sealant to

edge as shown. Ensure all surfaces are free of dirt

and grease before sealing

Bond Breaker Tape

Profile

Detail

Date Nov 2015
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On Stud Jointing 1:2

Stratum™ Era

Stratum™ Era Panels

Vapour Permeable Sarking

Apply a 6mm diameter bead of paintable sealant to

edge as shown. Ensure all surfaces are free of dirt

and grease before sealing

Bond Breaker Tape

Profile

Detail

Date Nov 2015
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External Corner - Mitre 1:2

Stratum™ Era

Vapour Permeable Sarking

continuous around corner

Flashing

Stratum™ Era Panels

Apply continuous bead of joint

sealant to corner flashing

Cut compound angle mitre to

boards. Prime ends and join with

sealant. Push tightly together and

wipe excess.

Min. 20mm

Install boards and nail to corner studs min

20mm back from end of board

Profile

Detail

Date Nov 2015
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External Corner - Aluminium 1:2

Stratum™ Era

Vapour Permeable Sarking

continuous around corner

Stratum™ Era Panels

Apply continuous bead of joint

sealant to corner

External Aluminium Corner

Nom. 2mm

Install boards leaving nominal 2mm gap to

aluminium corner and seal with sealant

Profile

Detail

Date Nov 2015

Scale
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Internal Corner - Mitre 1:2

Stratum™ Era

Stratum™ Era Panels

Apply continuous bead of joint

sealant to corner flashing

Vapour Permeable Sarking

Flashing

Double Stud Timber Framing

Profile

Detail
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Internal Corner - Aluminium 1:2

Stratum™ Era

Apply continuous bead of joint

sealant to Aluminium Corner

Vapour Permeable Sarking

Flashing

Double Stud Timber Framing

Install boards leaving nominal 2mm

gap to aluminium corner

Stratum™ Era Panels

Profile

Detail

Date Nov 2015
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Window Head 1:2

Stratum™ Era Profile

Detail

Date Nov 2015

Scale
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Window Sill 1:2

Stratum™ Era
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m

Vapour Permeable Sarking

Stratum™ Era

Timber Framing

Fastener

Corrosion Resistant Flashing

Aluminium window joinery

Packer (as required)

Vapour Permeable Sarking

Stratum™ Era

Timber Framing

Flexible sub-sill flashing

Aluminium window joinery

Packer (as required)

Window Flashing

Continuous bead of sealant

Profile

Detail
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Window Jamb 1:2

Stratum™ Era

Double Stud Timber Framing

Stratum™ Era Panels

Vapour Permeable Sarking

Window Flashing

Aluminium Window Profile

Continuous Bead of Joint Sealant

Profile

Detail
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Boundary Wall System 1:2

Stratum™ Era

10mm GTEK™ Wall

Timber Frame

Vapour Permeable Sarking

16mm BGC Wet Area Fireboard

(1 or 2 layers)

35 x 70mm Pine Batten

(wide side down)

Stratum™ Era Panels

Profile

Detail

Date Nov 2015
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Thermal Breaks 1:20

Stratum™ Era

Vapour Permeable

Sarking

Stratum™ Era

Steel Framing

EDPM Foam Gasket

STRATUM ERA

14

Profile

Detail
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Screw Fixing - Steel Frame 1:2

Stratum™ Era

Stratum™ Era

Vapour Permeable Sarking

EPDM Foam Gasket / Thermal Break Tape

Typical light weight steel wall stud

Fastener

Stratum™ Era

Typical light weight steel wall stud

EPDM Foam Gasket / Thermal Break Tape

Fastener

Vapour Permeable Sarking

TIMBER FRAME / HAND NAILING

Use 40mm minimum class 3 fibre cement nails.

TIMBER FRAME / GUN NAILING

Use a minimum class 3 40mm long coil nail or 50mm Deckfast type

D head 2.5mm face head.

STEEL FRAME / SCREW FIXING

Use minimum class 3 32mm screws.

Note: N4/C2 Wind Zones require an additional face fixed screw

50mm from bottom of plank.

STEEL FRAME / SCREW FIXING

Use minimum class 3 32mm screws.Buildex: Fibre Zip or Wingtek.

(refer pg8).

N1-N2 Concealed fastener

All other wind zones a concealed fastener and facefastener 50mm

from the bottom of the overlapping board.

TIMBER FRAME / HAND NAILING

Use 50mm minimum class 3 fibre cement nails.

TIMBER FRAME / GUN NAILING

Use a minimum class 3 50mm long coil nail or 50mm Deckfast type

D head 2.5mm face head.

STEEL FRAME / SCREW FIXING

Use minimum class 3 32mm screws.

Buildex FibreZip or Wingtek.

Suitable for N1, N2 Wind Zones only.

TIMBER FRAME / HAND NAILING

Use 40mm minimum class 3 fibre cement.

TIMBER FRAME / GUN NAILING

GUN NAILING IS SUITABLE ONLY FOR FACE FIXING AND

CANNOT BE USED FOR CONCEALED FIXING.

COMPRESSED SHEET

1 2 3 4 5 6 7 8 9 10 111 12

Profile

Detail

Date Nov 2015

Scale
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Floor Waste 1:2

Compressed Fibre Cement

Floor waste grill

Tiles

BGC Compressed sheet

Mortar bed slope to floor drain

Insitu shower tray or membrane

dressed into waste pipe

Waste pipe flange sealed to floor

Slots to allow complete drainage

of mortar bed

Waterproof Membrane

Tile Adhesive

Profile

Detail

Date Nov 2015

Scale
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Wet Area - Typical Detail 1:2

Compressed Fibre Cement Profile

Detail

Date Nov 2015

Scale
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Shower Recess 1:2

Compressed Fibre Cement

Duraliner™ Plus

Perimeter flashing

BGC Compressed Flooring

Mortar Bed

Mortar Bed

Preformed Shower Base

Waterproof Membrane

Perimeter Flashing

Waterproof Membrane

Primer

Tile Adhesive

Tiles

Duraliner™ Plus

Primer

Waterproof Membrane

Profile

Detail

Date Nov 2015
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Preformed Shower Base 1:2

Compressed Fibre Cement Profile

Detail

Date Nov 2015

Scale
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Using Waterproof Membrane 1:2

Compressed Fibre Cement

Timber Framing

Duraliner™ Plus

Tiles

Flashing

Foam plastic rod or flexible sealant used as

essential bond breaker. Use tape to hold rod

in place.

Tile

BGC Compressed

Flooring may at the

all framing as shown

or continue under

the framing

Mortar Bed

Primer

Waterproof

Membrane

Tile Adhesive

Waterproof Membrane

Timber Framing

Duraliner™ Plus

Ceramic Wall Tiles

Leave 6mm clearance to the rim of the shower

base. Fill the gap with Silicone Sealant

Continue perimeter flashing or waterproof

membrane under the shower base

Preformed Shower Base

BGC Compressed Flooring may continue

under wall framing as shown or stop at the

framing

Floor Joist

Nogging set 25mm above shower base for fixing

lower edge of Duraliner™ Plus

Notch framing (max 20mm) to accommodate

shower base. Alternatively use battens to set

sheets clear or framing
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Detail
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Control Joints 1:2

Compressed Fibre Cement

Control joint to extend through tiling

BGC Compressed Flooring

Joist

Profile

Detail
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Scale
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Exterior Sheet Joints 1:2

Compressed Fibre Cement

Polyurethane

BGC Compressed Flooring

Backing rod for exterior applications only

Sarking for exterior applications

only

Joist

Profile

Detail

Date Nov 2015

Scale
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Joist Spacing - Interior 1:2

Compressed Fibre Cement

50mm min

from corners

12mm from edges

1

5

450mm

Note:

Floor joists must be a minimum of 45mm wide for correct

jointing.

A bead of construction adhesive on the contact face of each

joist will assit fixing and layout of sheets.

450mm

max

4
5

Profile

Detail
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External Deck

Waterproof with Mortar Bed

1:2

Compressed Fibre Cement

Reinforced Mortar Bed

BGC Compressed Flooring

Control Joint

5.0mm minimum gap fit 10mm backing

rod topped with Polyurethane Sealant

Exterior Tiles

Primer

Carry membrane 50mm min.

above finished deck surface

Waterproof Membrane

Primer

Tile Adhesive

Slip Sheet

Profile

Detail

Date Nov 2015

Scale
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Exterior Decking Low Level 1:2

Compressed Fibre Cement Profile

Detail
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Scale
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Edge Detail 1:2

Compressed Fibre Cement

Control joint to extend through tiling

BGC Compressed Flooring

Alcor or simular flashing to extend 50mm

min down face of all timbers

Exterior Tiles

BGC Compressed Flooring

Alcor or simular flashing to extend 50mm

min down face of all timbers

Exterior Tiles

Drip Moulding

Overhang 100mm max.

Install Additional Nogging to fix

Duraliner™ Plus sheets

The BGC Compressed Flooring

can either stop at the wall framing

as shown or continue under the

framing

Joist Centres

450mm max 15mm BGC Compressed Flooring

600mm max 18mm BGC Compressed Flooring

600mm max 24mm BGC Compressed Flooring

Waste

BGC Compressed

Flooring

Additional Nogging

Notch stud & bottom plate

Primer

Waterproof Membrane

Primer

Tile Adhesive

450mm centres maximum for 15mm BGC Compressed Flooring

600mm centres maximum for 18mm and 24mm BGC Compressed Flooring

Note:

Min. 45mm Joist face for exterior applications

Min. 38mm Joist face for interior applications

Stop reinforcing either

side of control joint

Waterproof Membrane

Sheet Joints - Leave 5mm min.

gap between sheets

Waterproof Membrane

Tile Adhesive

Primer

BGC Compressed Flooring

Drip moulding

Overhang 60mm max.

Exterior Tiles

Tile Adhesive

Waterproof Membrane

Primer

Alcor or simular flashing to

extend 50mm min down

face of all timbers

STONESHEET

5 6 11

Waterproof membrane

Tile Adhesive

Bottom plate (upper floor)

Vapour Permeable Sarking

Tile Adhesive

Timber Frame

Profile

Detail
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Horizontal Fixing to true wall

Surface adhesive daubs on masonry wall

1:20

Drywall Profile

Detail
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Vertical Fixing to true wall

Surface adhesive daubs on masonry wall

1:20

Drywall Profile

Detail

Date Nov 2015

Scale

WALL & CEILING_11_CEILINGSHEETRECOMMENDED

Adhesive Application

Horizontal Sheet Fixing

1:20

Drywall Profile

Detail
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Adhesive Application

Verical Sheet Fixing

1:20

Drywall Profile

Detail
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Installation to Masonry

Wall Direct Adhesive Fixing

1:20

Drywall Profile

Detail
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Installation using Battens/Furrings 1:20

Drywall

Daubs of GTEK™ Masonry Adhesive

50mm max. from sheet edge

50mm max centres from sheet edge450mm max centres

GTEK™ Wall

6mm min gap

Extra daubs at butt joints, skirting etc

450mm max centres 50mm max centres from sheet edge
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6mm min gap

GTEK™ Wall

GTEK™ Wall

450mm max centres

4
5

0
m

m
 
m

a
x
 
c
e

n
t
r
e

s

Daubs of GTEK™ Masonry Adhesive
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Extra daubs at butt joints, skirting etc

Leveling Pads

GTEK™ Wall

450mm max centres
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Daubs of GTEK™ Masonry Adhesive
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Leveling Pads

Extra daubs at butt joints, skirting etc Extra daubs at butt joints, skirting etc

GTEK™ Masonry Adhesive daubs at 50mm max. from sheet edges

450mm max centres

Adhesive daubs in sheet

Daubs of GTEK™ Masonry Adhesive

50mm max. from sheet edge

GTEK™ Wall
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GTEK™ Masonry Adhesive daubs at

200mm centres to sheet edges

Daubs of GTEK™ Masonry Adhesive

50mm Dia x 15mm thick

Set sheets 6mm above floor

Sheet fixed horizontally

stagger end joints

GTEK™ Wall

Set sheets 6mm above floor

Fasteners 12mm min from

sheet edge

Track to support top edge of sheet

Track to support lower edge

of sheet

2
0

0
 
m

m
 
m

a
x
 
c
e

n
t
r
e

s

600mm max centres

Vertical Battens/Furrings
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Detail
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Installation into AAC with Plastic Nails 1:20

Drywall

Set sheets 6mm above floor
GTEK™ Wall
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Fasteners 15mm min from

sheet edges

Fasteners 50mm min from

sheet corners
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Sheet Set Out Untiled Areas 1:20

Wet Area Profile

Detail
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Waterproofing Over Bath 1:20

Wet Area

13 axo?

Profile

Detail

Date Nov 2015
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Waterproofing Bath & Basin 1:20

Wet Area

15 axo?

Profile

Detail

Date Nov 2015

Scale

WALL & CEILING_11_CEILINGSHEETRECOMMENDED

Steel Frame Application 1:20

Wall & Ceiling Profile

Detail

Date Nov 2015
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Timber Frame Application 1:20

Wall & Ceiling Profile

Detail

Date Nov 2015
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Recommended Ceiling Sheet Application 1:20

Wall & CeilingProfile

Detail

Date Nov 2015
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Vertical Fix Convex 1:20

Wall & Ceiling Profile

Detail

Date Nov 2015
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Horizontal Fix Convex 1:20

Wall & Ceiling Profile

Detail

Date Nov 2015
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Vertical Fix Concave 1:20

Wall & Ceiling Profile

Detail

Date Nov 2015

Scale
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Horizontal Fix Concave 1:20

Wall & Ceiling

GTEK™ Wet Area

Timber or Steel Frame (typical)

Secure Sheet Edges at

each stud

Set Sheet 10mm clear

of floor
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GTEK™ Wet Area

Waterproofing 1800mm above base of bath

and 50mm above shower rose

Seal tap set penetrations using

mould resistant flexible sealant

Flexible sealant along

bath/shower joint

GTEK™ Wet Area

If bath surround is installed, a perimeter flashing angle

is required at this junction (both floors and wall)

Seal tap set penetrations using

mould resistant flexible sealant

Flexible sealant along

bath/shower joint
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Perimeter flashing between wall and floor

Surround, wall and floor tiling to builders specifications

Profile

Detail

Date Nov 2015
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Vertical Corner Flashing 1:20

Wet Area

8

GTEK™ Wet Area

Rondo P40 vertical corner angle

flashing (40x40 nominal or PVC 50x50)

Liquid Membrane

Mould resistant flexible sealant

Prefabricated shower tray

Hob is formed inside shower tray

Perimeter angle flashing

Profile

Detail
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Waterproofing Preformed Shower Base 1:20

Wet Area

14

GTEK™ Wet Area

Internal Corner Flashing

Seal tap set penetrations using

mould resistant flexible sealant

Waterproofing to 1800mm above

hob & 50mm above shower rose

Preformed Shower Base

Perimeter angle flashing
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Detail
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Structural Movements 1:20

Wet Area

6

GTEK™ Wet Area

Liquid Membrane

Mortar Bed

Wall Framing

Corner Flashing

BGC Compressed Flooring or Durafloor

Masking Tape

Flashing

Bond Breaker

GTEK™ Stud Adhesive

daubs 210mm typical

from sheet edge

Timber or Frame (typical)

Secure sheet edges by

nailing at each stud

Set Sheet 6-10mm clear

of floor

2
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GTEK™ Stud Adhesive As

per Table 4 in Wall &

Ceiling Solutions Brochure

.

GTEK™ Wall

Where butt joints occur,

back block joint.

Top Track

Set Sheet 6-10mm clear

of floor

GTEK™ Stud Adhesive As

per Table 4 in Wall &

Ceiling Solutions Brochure

Stud
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GTEK™ Wall

Centre support screw at

every second stud

(temporary fastener)

Profile

Detail

Date Nov 2015

Scale
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Installation to Masonry

Wall Direct Adhesive Fixing

1:20

Wall & Ceiling

4

450mm max centres

Adhesive daubs in sheet

Daubs of GTEK™ Masonry Adhesive

50mm max. from sheet edge

GTEK™ Wall
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GTEK™ Masonry Adhesive daubs at

200mm centres to sheet edges

Daubs of GTEK™ Masonry Adhesive

50mm Dia x 15mm thick

Set sheets 6mm above floor

Sheet fixed horizontally

stagger end joints

Profile

Detail

Date Nov 2015
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Installation using Battens/Furrings 1:20

Wall & Ceiling

5

GTEK™ Wall

Set sheets 6mm above floor

Fasteners 12mm min from

sheet edge

Track to support top edge of sheet

Track to support lower edge

of sheet
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600mm max centres

Vertical Battens/Furrings

Framing centres:

450mm typical - 600mm max.

Stagger sheet joints, back

block butt joints

GTEK™ Stud Adhesive

daubs

Nail both sheet edges

Stagger sheet joints, back

block butt joints

This nail & adhesive pattern

to be used throughout

Fasten both layers at max. 100mm

centres at start and finish of curve

and at min. 200mm from edge of

curve

Convex curved area 250mm min radius

No curve in this area

No curve in this area

200mm min.
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.

First layer and second layer staggered a

minimum 200mm to prevent aligned joints

1
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.

Fasten both layers at max. 100mm

centres at start and finish of curve

and at min. 200mm from edge of

curve

Convex curved area 450mm min radius

No curve in this area

No curve in this area

200mm min.
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.

First layer and second layer staggered a

minimum 200mm to prevent aligned joints
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.

Fasten both layers at max. 100mm

centres at start and finish of curve

and at min. 200mm from edge of

curve

Concave curved area 650mm min radius

No curve in this area

No curve in this area

200mm min.
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.

First layer and second layer staggered a

minimum 200mm to prevent aligned joints
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Fasten both layers at max. 100mm

centres at first frames outside

curved area

Concave curved area 450mm min radius

No curve in this area

No curve in this area

200mm min.
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.

First layer and second layer staggered a

minimum 200mm to prevent aligned joints
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