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TYPICAL FLOOR/WALL JUNCTION 1 1:10
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Note:

1) Floors may be staggered to meet design requirements.

2) Floor joists can be of any type and can run parallel or perpendicular to GTEK™ Protect 25mm

Timber studs

GTEK™ Protect 25mm and

GTEK™ Protect H Studs

Where no trimmers or end blocks exist

between floor joists, screw laminate an

additional layer of GTEK™ Fire 16mm @

floor levels extending 150mm, above floor

and below ceiling. Fixings @ 400mm x

400mm ctrs

GTEK™ Ceiling as specified

GTEK™ Protect Aluminium Clips @

each stud

Continuous top and bottom track. Fasten

together with 10 gauge screws @ 600mm

max ctrs

20-40mm gap each side

GTEK™ plasterboard as specified both

sides

90mm Glasswool as specified

All gaps to be sealed with Firemastic sealant
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Timber studs

GTEK™ Protect 25mm and

GTEK™ Protect H Studs

Where GTEK™ Protect 25mm horizontal

joint exceeds 600mm and no greater than

1500mm vertically from a GTEK™ Protect

25mm Aluminium Clip, laminate additional

GTEK™ Fire 16mm as indicated @

400mm x 400mm ctrs with 10g x 38mm

Type L laminating screws

Continuous top and bottom track. Fasten

together with 10 gauge screws @ 600mm

max ctrs

GTEK™ plasterboard as specified both

sides

GTEK™ Protect Aluminium Clips @

each stud

Corrosion resistant metal parapet capping

Fire Insulation

Opposing GTEK™ Protect Aluminium Clips

@ each GTEK™ Protect H Stud

Continuous capping ex GTEK™ Protect J

Track

External cladding and sarking as required

Non-combustible roofing

Opposing GTEK™ Protect Aluminium Clips @

each GTEK™ Protect stud

GTEK™ Protect 25mm

Timber studs

GTEK™ plasterboard as specified both

sides

90mm Glasswool as specified

Additional layer of GTEK™ Fire 16mm

laminated to GTEK™ Protect 25mm with

type 'L' 10 x 38 laminating screws @

400mm x 400mm max ctrs - extending

above and below ceiling as shown

GTEK™ Protect 25mm

Timber studs

GTEK™ plasterboard as specified both sides

90mm Glasswool to one/both sides as

specified to achieve acoustic rating

20-40mm gap each side

90mm Glasswool extending 600mm both

sides (required for flanking sound control)

not required if average height of roof above

ceiling is greater than 600mm (thermal

insulation as utilised to achieve system

thermal performance is acceptable for flanking

sound control)

Fire Insulation

600mm 600mm

Non-combustible roofing

Max 25mm gap between underside of roofing

and GTEK™ Protect 25mm

Continuous capping ex GTEK™ Protect 25mm

J Track

GTEK™ Protect 25mm

Timber studs
GTEK™ plasterboard as specified both

sides

90mm Glasswool to one/both sides as

specified to achieve acoustic rating

20-40mm gap each side

Opposing GTEK™ Protect Aluminium Clips at

each GTEK™ Protect H Stud

90mm Glasswool extending 600mm both

sides (required for flanking sound control)

not required if average height of roof above

ceiling is greater than 600mm (thermal

insulation as utilised to achieve system

thermal performance is acceptable for flanking

sound control)

600mm

Non-combustible roofing

Roof framing

Continuous compressed Fire Insulation

between battens and over capping

Allow gap for frame shrinkage and roof movement

Continuous capping ex GTEK™ Protect J Track

Additional layer of GTEK™ Fire 16mm laminated to

GTEK™ Protect 25mm with 10g x 38mm laminating

screws @ 400mm x 400mm max ctrs (roof space

only). Provide timber packing where distance of truss

face to GTEK™ Protect 25mm does not provide

adequate fixing of aluminium clip

Skirting as required

Flooring

Floor Joist Floor Joist

Provide timber packing where distance of truss

face to GTEK™ Protect 25mm does not provide

adequate fixing of aluminium clip

GTEK™ Ceiling as specified

Opposing GTEK™ Protect Aluminium Clips @

each stud

Box Gutter

Top Plate GTEK™ Ceiling as specified

Roof framing

Additional GTEK™ Fire 16mm at floor

junction

Floor Joist

Floor Joist
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Floor Joist

Additional GTEK™ Fire 16mm at floor

junction
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Finish Coat

Second Coat

Tape Coat
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GTEK™ PHONIC
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Steel or concrete support structure

Rondo Nº124/2534

Rondo Nº155 Furring Channel

Top Cross Rail

GTEK™ Phonic

Rondo Nº159 Locking Key
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